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ANTISTATIC COVER TAPE
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!Tensile properties" JIS K-7127#No.4 test piece#speed$200mm/min. 

!Tearing strength" JIS K-7128#speed$200mm/min. 

!Transmittace#Haze" JIS K-7105#Method A 

!Surface resistivity" JIS K-6911#voltage$500V#measuring time$60sec. 

General properties 
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Sealing properties／Non-condutive PS carrier tape 

Sealing Conditions 

  Equipment-...---: Systemation ST-60---- 

  Taping mode--     : Reciprocation              

  Shoe length---    : 32mm                                       

  Shoe width-           : 0.5mm 

  Feed pitch  -.--- :16mm 

-Dwell time  ---- : 0.5 sec. 

-Seal pressure---  : 0.34MPa(gauge)---------- 

Peeling Conditions 

  Equipment-----: Vanguard VG-20-- 

  Peel speed ----  : 300mm/min. 

  Peel angle----- : 180°           
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Sealing properties／Antistatic PS carrier tape 

Sealing Conditions 

  Equipment-...---: Systemation ST-60---- 

  Taping mode--     : Reciprocation              

  Shoe length---    : 32mm                                       

  Shoe width-           : 0.5mm 

  Feed pitch  -.--- :16mm 

-Dwell time  ---- : 0.5 sec. 

-Seal pressure---  : 0.34MPa(gauge)---------- 

Peeling Conditions 

  Equipment-----: Vanguard VG-20-- 

  Peel speed ----  : 300mm/min. 

  Peel angle----- : 180°           
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Sealing properties／Conductive PS carrier tape 

Sealing Conditions 

  Equipment-...---: Systemation ST-60---- 

  Taping mode--     : Reciprocation              

  Shoe length---    : 32mm                                       

  Shoe width-           : 0.5mm 

  Feed pitch  -.--- :16mm 

-Dwell time  ---- : 0.5 sec. 

-Seal pressure---  : 0.34MPa(gauge)---------- 

Peeling Conditions 

  Equipment-----: Vanguard VG-20-- 

  Peel speed ----  : 300mm/min. 

  Peel angle----- : 180°           
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Sealing properties／Conductive PC carrier tape 

Sealing Conditions 

  Equipment-...---: Systemation ST-60---- 

  Taping mode--     : Reciprocation              

  Shoe length---    : 32mm                                       

  Shoe width-           : 0.5mm 

  Feed pitch  -.--- : 8mm 

-Dwell time  ---- : 0.2 sec. 

-Seal pressure---  : 0.34MPa(gauge)---------- 

Peeling Conditions 

  Equipment-----: Vanguard VG-20-- 

  Peel speed ----  : 300mm/min. 

  Peel angle----- : 180°           
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230!50%RH 600!dry- 520!95%RH 

230!50%RH 600!dry- 520!95%RH 

Aging test performance  

" Carrier tape 1 Non-conductive PS 

" Carrier tape 1 Antistatic PS 
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230!50%RH 600!dry- 520!95%RH 

230!50%RH 600!dry- 520!95%RH 

" Carrier tape 1 Conductive PS 

" Carrier tape 1 Conductive PC 
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Aging test performance  
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